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Technical parameter

Size (height / length) 377 / 382 mm

Starting individual

Adjustable depth of shooting yes

Magazine filling rear

Magazine capacity 60 pcs of nails

Max. capacity when shooting nails
1 200 from the cartridge
8 000 from the battery

Gas cartridge KMR 40 g / 80 ml (KNS-NKC PLYN K D34)

Battery Li-Ion, 7,2 V / 2 500 mAh

Acoustic pressure (LpA) 96,2 dB (A)

Acoustic power (LwA) 101,0 dB (A)

Vibration 2,67 m/s2

Weight 3,68 kg

APPLICATION:

TECHNICAL SHEET

GAS GUN FOR NAILS 90 mm KNS-NKC KMR D34/90

KNS-NKC KMR D34/90Gas gun for nails 90 mm

Nailer KMR D34/90-G641E (original KMR 3890) with gas drive is mainly used for roof structures, formwork, 
battening, assembly, wooden buildings, dry internal construction, reconstruction work.

PACKAGE CONTENTS:

- gas gun KMR D34/90-G641E      1 pcs
- battery Li-Ion, 7,2 V / 2 500 mAh   2 pcs
- charger with adapter                    1 pcs
- safety glasses                               1 pcs
- hearing protection                         1 pcs

TYPE OF FASTENER:

- shooting nails             convex / smooth / twisted
- nail length range        50 – 90 mm
- nail shank diameter   Ø 2,9 – 3,1 mm
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